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Introduction 
Many off-grid lighting products are sold as a complete kit (i.e., including one or more batteries, 
solar modules, and light sources). Companies sell the complete product as a single, defined unit. 
Verifying the quality of these preconfigured kits was the original goal for our quality assurance 
program. 

It is now common for companies to sell “product families,”  sets of interchangeable components1 
sold on a component-level basis or as “mix-and-match” kits. A benefit of selling products at the 
component level is that users are able to tailor a complete system to their budget and energy 
needs. In principle, it is also less costly to scale up these systems by purchasing extra components, 
rather than another complete (larger) product kit that is incompatible with the original one. 

This document provides details of the VeraSol framework for component-level testing and 
certification for product families that are considered to have met the Quality Standards.2 The 
intention of this framework is to provide a low-cost, timely product certification alternative for 
manufacturers that sell product families. 

Because of the potentially dozens of combinations that are possible from the same “family” of 
interchangeable components, it would be prohibitively expensive to use a quality assurance 
framework that required testing of each unique set. The market drive toward flexible families of 
products and this incompatibility with the original framework has driven the development of the 
policy presented here. 

 

Product Family Testing Framework 
The following is a set of testing rules for “product families”: 

 

1 A component is defined as a constituent part of a product that cannot be physically divided into smaller parts as part of 
normal installation and use, such as a PV module, battery/control unit, light point, radio, torch, TV or other lighting or non-
lighting appliance that is included in a solar kit. 
2 VeraSol began referencing IEC TS 62257-9-8: Integrated systems – Requirements for stand-alone renewable energy 
products with power ratings less than or equal to 350 W in place of the Lighting Global Quality Standards in 2020. 
See https://verasol.org/updates/transition-to-iec-ts-62257-9-8 for detailed transition information. See the Change Log for 
Quality Standards for details on new requirements and the differences between the Standards.  
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Product Family Testing Rules 
1. Interchangeability: Product family testing is intended for products that are sold as 

individual components or as “mix-and-match” kits in which some or all of the 
components within the product family may be used interchangeably.  

2. Random Sampling: All tested components must be randomly selected according to the 
guidelines in IEC TS 62257-9-5, and all tests will use a sample size of 2. 

3. System-level Testing: At least one fully-configured system “kit” must be tested 
according to the Quality Test Method or Accelerated Verification Method (AVM).  The 
company may recommend the arrangement of components to have tested as a complete 
kit, but if there is public advertising of any specific kits, one of those advertised kits must 
be selected for testing. Generally, main units with different battery voltages or 
chemistries will not be included in the same family, but if they are, at least one kit with 
each battery type must be fully tested. Further it is allowed for the company to select 
more than one complete kit to be tested, if desired. Though the company may 
recommend a kit for testing, VeraSol has the discretion to select which kit 
combination(s) will be tested and may require testing more than one kit. 

4. Coverage: At least half of the models of each product component (PV module, 
battery/control unit, light point, etc.) must be tested. For example, if five PV module 
models are included in a family, at least three of those module models must be tested. 
VeraSol has the discretion to test more than half if deemed necessary. 

a. The smallest/dimmest and largest/brightest models the test lab is capable of 
testing must be tested, at a minimum. 

i. Smallest and largest size models for radios, fans, and TVs, are determined 
based on the appliance’s power rating; torches and other lighting 
appliances on their light output rating; batteries on their capacity rating; 
and PV modules on their peak power rating. 

ii. For non-lighting appliances, other appropriate internationally recognized 
standards may be referenced in lieu of certain appliance tests specified in 
IEC/TS 62257-9-5, at the discretion of VeraSol. 

b. The other model(s) will be selected by VeraSol. 

c. If significant differences (other than size) exist between components in a given 
category (for example, batteries with different chemistries, main units with 
different ports regulation, PV modules of different types, or components from 
different manufacturers), these may be treated as a different component type 
when calculating the number required to be tested. 

5. Test Plans: VeraSol will develop a custom test plan for each product family. The 
timeline and pricing of testing will be based on this custom test plan and be agreed upon 
in advance of testing. 
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Component-level testing may take place according to Rule 4. The test methods in 
IEC TS 62257-9-5 provides a framework for rigorously testing various product components: 

 

Of the tests listed above, only the seven tests with an asterisk (*) currently require system-level 
information or other system components to carry out the test. Table 1 provides an explanation of 
how this framework for testing “product families” will be implemented in the case of tests that 
normally require system-level information to carry out. 

  

 
COMPONENT-LEVEL TESTS 

• Visual screening 

• Battery/Energy storage 
characteristics 

o Battery capacity 
o Battery durability 
o Appropriate charge control* 

• Photometric characteristics 

o Light output* 
o Lumen maintenance*  

• Lumen maintenance 

• Port performance* 

• Protection Tests 

o PV overvoltage* 
o Miswiring protection 
o Output overload 

 

• Photovoltaic module performance 
and durability 

o IV characteristics 
o Wiring inspection 
o Bending/folding (if applicable) 
o Hot spot endurance (if greater 

than 100 W) 

• Durability, usability, and safety 

o IP class estimate 
o Drop, switch/connector, 

gooseneck, and strain relief 
tests 

o Robustness of screw 
connections for non-plug-and-
play products 

• Appliance Tests 

o Power consumption* 
o Voltage range* 
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Table 1: List of tests that require system-level information to carry out according to the methods in IEC TS 62257-9-5 
and how the testing will be conducted on a component-level basis. 

Test  

Information or 
Other Component(s) 

Required by 
IEC TS 62257-9-5 

Test Plan for Component-Level 
Test 

Appropriate 
charge 
control 

Load and charging system 
information is required. 
For NiMH batteries in particular, 
charging system information is 
required to check for passive 
overvoltage protection. 

1. If a battery to be added to a family 
has different chemistry or nominal 
voltage from the battery tested with 
the full kit, as noted above, a kit with 
that battery will need to be fully 
tested and will undergo the charge 
control test as part of the full system 
tests. 

2. If the charge control of a component 
otherwise differs from other fully 
tested components of the same type 
in the family, the overcharge 
protection and deep discharge 
protection tests are required. 

3. For the overcharge protection test for 
main units, additional system-level 
testing may be required. The 
overcharge protection test 
parameters will be based on the 
specifications of the largest PV 
module in the family. 

4. For the deep discharge protection 
test for power control units, the load 
may be based on the appliances 
included in any kit that includes the 
component under test. If the 
appliances are not in the lab’s 
possession, generic appliances may 
be used in accordance with IEC TS 
62257-9-5 Annex HH. 
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Test  

Information or 
Other Component(s) 

Required by 
IEC TS 62257-9-5 

Test Plan for Component-Level 
Test 

Light output 

The lighting appliance is driven at 
the voltage corresponding to the 
average power over the full-
battery run time (the appliance 
operating voltage). 

If a power control unit in the family that 
is designed to work with the lighting 
appliance is available, the lighting 
appliance may be powered by the power 
control unit while the power control unit 
is powered at its typical battery 
discharge voltage. 
 
If the power control unit is not available, 
the lighting appliance is driven at the 
appliance operating voltage3 determined 
in the power consumption test of the 
lighting appliance powered by a fully 
tested power control unit in the family. If 
more than one power control unit was 
tested, use the data from the kit that has 
the lowest typical battery discharge 
voltage. 

Lumen 
maintenance 

The lighting appliance is driven 
either: 

• by the main unit powered 
by a power supply set to 
the standard operating 
voltage, or  

• by a power supply set to 
the standard port operating 
voltage of the main unit 

Either of the following options may be 
selected: 

1. If a power control unit in the family 
that can power the lighting appliance 
is available at the test lab, the power 
control unit can be used to power the 
lights during the lumen maintenance 
test or can be used to determine the 
standard port operating voltage.  

2. If the lighting appliance is being 
tested without a power control unit, 
the appliance operating voltage may 
be used instead of the standard port 
operating voltage. This voltage is 
determined from port data for a 
previously tested power control unit 
in the family that can power the 
lighting appliance, using the iterative 
procedure in FF.5.3. 

 

3 The appliance operating voltage is the voltage supplied by the product’s power control unit when the product’s battery is 
replaced by a power supply set at the voltage that corresponds to the average power over the product’s full-battery run time. 
This can be accomplished by powering the appliance from the product’s power control unit or by using an iterative procedure 
based on measurements of port voltage vs. port power as described in IEC 62257 9 5 FF.5.3. 



Framework for Testing Product Component Families 

6 
© 2025 VeraSol 

Test  

Information or 
Other Component(s) 

Required by 
IEC TS 62257-9-5 

Test Plan for Component-Level 
Test 

Port 
performance 

The port performance is tested at 
three voltages: 

1. Voltage corresponding to the 
average power over the full-
battery run time, i.e. the 
typical battery discharge 
voltage); 

2. Voltage corresponding to 
operation with a low battery 
(identified during the full-
battery run time test), i.e. the 
low-battery voltage; 

3. Voltage corresponding to 
operation during solar 
charging with a nearly full 
battery (identified during the 
charge controller or solar 
charge test). 

Port performance and overload 
protection must be assessed in any of 
the following cases: 

1. A battery to be added to a family has 
different chemistry or nominal 
voltage from the battery tested with 
the full kit. As noted above, a kit with 
that battery will need to be fully 
tested and will undergo the port 
performance test as part of the full 
system tests. 

2. The port regulation is different (i.e. 
the port uses a different voltage 
regulator chip). 

3. The overload protection device is 
different (e.g. a different type or 
model of PTC resettable fuse or 
circuit breaker is used).  

4. The maximum output current of the 
port is increased. 

If the port performance is being tested 
but the main unit is not required to 
undergo full system tests, the main unit 
should be powered at the three voltages 
identified during the test of a similar 
fully tested main unit in the family.  

PV 
overvoltage 

Requires the measured open 
circuit voltage of the PV modules 
at STC and TMOT. 
Test is only required if the battery 
can be disconnected during normal 
use or maintenance. 

1. If a battery to be added to a family 
has different chemistry or nominal 
voltage from the battery tested with 
the full kit, or the ports regulation is 
different, the PV overvoltage 
protection must be assessed. 

2. Use the measured values from the PV 
module in the family with the highest 
measured open-circuit voltage at 
STC.  
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Test  

Information or 
Other Component(s) 

Required by 
IEC TS 62257-9-5 

Test Plan for Component-Level 
Test 

Power 
consumption 

The appliance is driven at the 
voltage corresponding to the 
average power over the full-
battery run time (typical battery 
discharge voltage). 

Conduct the power consumption test 
using the assessment of DC ports results 
from the fully tested kit. 
If more than one kit is tested, use the 
data from the kit that has the lowest 
typical battery discharge voltage.  
 
Reminder: Power consumption testing is 
needed for all appliances, including 
appliances with their own battery being 
added to a product family.  

Voltage 
range 

The appliance is tested at the 
maximum and minimum voltages 
identified during the assessment of 
DC ports. 

Test the appliance at the maximum and 
minimum voltages corresponding to the 
power consumption of the appliance. A 
spreadsheet is used to interpolate the 
port voltage at the power consumed by 
the appliance using port performance 
data from a fully tested kit.4 

If more than one kit is tested, use the 
maximum and minimum voltages across 
all the fully tested kits with which the 
appliance is intended to be used. 
 
Reminder: Voltage range testing is 
needed for all appliances, including 
appliances with their own battery being 
added to a product family. 

The other testing in the bulleted list of “Component-level tests” will be conducted according to 
IEC TS 62257-9-5 on each component tested, as applicable to the component itself.    

Consumer-facing Information Requirements for Product Families 
All supported kits, whether fully tested or not, and all components included in a product family, 
whether packaged separately or as part of a kit, must adhere to the truth-in-advertising and 
consumer information requirements of IEC 62257-9-8. These include a truth-in-advertising 

 

4 The testing client may specify minimum and maximum voltages to be used in this test, provided that the minimum voltage 
is less than or equal to those that would be calculated from previous testing, and the maximum voltage is greater than or 
equal to those that would be calculated from previous testing of the fully tested kit. 
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tolerance of 15% for luminous flux and 10% for all other advertised values. Additional guidance on 
these requirements can be found in the Consumer Information, Performance Reporting and 
Component Labeling Requirements policy here: https://verasol.org/publications/information-
requirements  
 

Product Family Program Support Framework 
VeraSol will support VeraSol-certified product families according to the following guidelines:  

 

VeraSol Program Support Guidelines 
1. Standards: All complete kits and individually-tested components that are tested 

according to the Quality Test Method or Accelerated Verification Method of IEC 
62257-9-5 must meet the requirements of IEC TS 62257-9-8. If any kits or 
components fail to meet the applicable requirements of IEC TS 62257-9-5, re-
testing or other measures may be required for the product family to pass at 
VeraSol’s discretion. 

2. Market Check Testing: All components and complete kits, whether initially 
tested or not, are subject to market check testing. If any component or 
configuration fails a market check test, the status of all product configurations 
that utilize that component or which relied on results associated with the failed 
configuration may be revoked as described in the Market Check Test Policy. 

3. Communicating Quality: Test results for product families with verified quality 
will be available on the VeraSol Products web page in a Spec Book that includes 
test results that apply to the family of products (see below for details on the Spec 
Book contents). Additionally, each fully tested system configuration will be 
included in a separate, stand-alone Standardized Specification Sheet (SSS). 

4. Expiration of Certification: Certification for kits and components is valid for 
three years; see the Expiration of Certification Policy for full details. When a 
tested kit’s certification expires, the kit and all components tested as part of the 
kit will be removed from the family’s specification book. All product families must 
contain at least one fully tested kit at all times. When certification of a component 
tested only as a member of the family of products expires, any kit that includes 
the expired component will be removed from the family of products specification 
book. The VeraSol website serves as the official site to confirm product 
certification. 
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Specification Books 
For product families that meet the requirements of IEC TS 62257-9-8 — both kits and components 
— a Specification Book (“Spec Book”) will be generated that provides information about all of the 
configurations within the family and the associated components. In addition, each fully tested kit 
will receive a separate Standardized Specification Sheet (SSS). Both the Spec Book and the 
individual product SSS will receive individual listings on the VeraSol website. (For examples of 
Standardized Specification Sheets and Spec Books, see https://data.verasol.org/products/sek; use 
the “product type” filter to see examples of Spec Books for product families. The Spec Book will 
contain the following (in order): 

1. A title page indicating the manufacturer name, name of the product family, and the 
expiration date of the test results. 

4. A component-level page indicating the component type, component name or model number, 
component rating, and measured performance. Components that did not undergo testing 
will be clearly labeled as such, but text on the page will state that based on the certification 
of the other tested components in the family, the components that did not undergo testing 
are considered to be VeraSol-certified as well. 

2. A system-level page with a table showing the kits that can be created using the VeraSol-
certified components, and the combination of components that are included in each system. 

3. Information on component or system warranties and product certifications. The page will 
further reference the individual system-level SSS with a clear disclaimer indicating that 
other kits may perform differently. 

4. A final page listing values of available daily energy (Wh/day). For fully tested kits, these 
values are calculated using the energy service calculations of IEC TS 62257-9-5; for kits 
that were not fully tested, they may optionally be estimated based on a mix of measured 
and rated values using a VeraSol calculator. 

About VeraSol 
An evolution of Lighting Global Quality Assurance, the VeraSol program supports high-performing, 
durable off-grid products that expand access to modern energy services. VeraSol builds upon the 
strong foundation for quality assurance laid by the World Bank Group and expands its services to 
encompass off-grid appliances, productive use equipment, and component-based solar home 
systems. Like Lighting Global Quality Assurance, the VeraSol program is managed by CLASP in 
collaboration with the Schatz Energy Research Center at California State Polytechnic University, 
Humboldt. Foundational support is provided by the World Bank Group’s Lighting Global program, 
UKaid, IKEA Foundation, Good Energies Foundation, and others.  

Please visit VeraSol.org for more information. 

 


